










The Philips total solution

Philips, as a provider of lamps, gear, luminaires and Telemanagement 

systems, is able to provide a solution that is tailored exactly to the lighting 

installation in question. In most cases, the best place to fit the OLC is 

inside the luminaire, because this is where the highest IP rating can be 

found in the light point. Philips indicates in its brochures and catalogues 

the luminaires available with the OLC integrated. 

Suitable Philips luminaires for Starsense
Suitable Philips luminaires for Starsense for the main configurations with the D6 code: 

•	Iridium 

•	Modena

•	Koffer2 

Other versions or other luminaires - like Milewide, CitySoul or Metronomis - with Starsense are available on request. 

The OLC can also be fitted in the bottom of the pole.

Example: Iridium SGS253

SGS253 SON-T70W K EB II CR GB GR D6

SGS253 SON-T100W K EB II CR GB GR D6

SGS253 SON-T150W K EB II CR GB GR D6 

Example: Modena SGP681

SGP681 CDO-TT70W K EB II CR GB GR D6

SGP681 CDO-TT100W K EB II CR GB GR D6

SGP681 CDO-TT150W K EB II CR GB GR D6

Example: Koffer2 SGP100

SGP100 SON-T150W EB II ACF D6

SGP100 SON-T100W EB II ACF D6
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