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CERTIFICATE

Issued to:

Applicant: Licensee:

Signify Netherlands B.V. Signify Netherlands B.V.

High Tech Campus 48 High Tech Campus 48

5656 AE Eindhoven, The Netherlands 5656 AE Eindhoven, The Netherlands
Product :  EasyAir Fixture-Mount

Trade name(s) : PHILIPS

Type(s)/model(s) . SNS210/b MC, SNS210/g MC, SNS210/w MC and SNS410/w MC

The product and any acceptable variation thereto is specified in the Annex 1o this certificate’ /and the
documents therein referred to.
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SPECIFICATION OF THE CERTIFIED PRODUCT

Product data

Product . EasyAir Fixture-Mount

Trade name(s) : PHILIPS

Type(s)/model(s) : SNS210/b MC, SNS210/g MC, SNS210/w MC and
SNS410/w MC

Input voltage/nature of supply 1 12-22 Vdc

Description : built-in device

Product data — type SNS210/b MC, SNS210/g MC and SNS210/w MC
Ambient temperature range : ta0...55°C
Max. case temperature : tc=55°C

Product data — type SNS410/w MC

Ambient temperature range : ta=0....65°C
Max. case temperature : tc=65°C
TESTS

Test requirements

EN 61347-1:2015

EN 61347-2-11:2001

EN 61347-2-11:2001/C1:2002
EN 61347-2-11:2001/A1:2019

Test result
The test results are laid down in DEKRA test file 224132000.

Additional information

The tests were performed by the manufacturer under the conditions of the agreement concerning the
manufacturer’s right to conduct type tests for the KEMA-KEUR / ENEC certification system under
supervision of DEKRA (CTF Stage 3).

The list of components is laid down at test report 2241320.50 and 2241320.51.

Conclusion
The examination proved that all requirements were met.

Factory location
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